VHP-10-100 Pneumatic Pump

Model: VAP-10-100

FEATURES:

BUILT IN SAFETY VALVE TO PROTECT AGAINST OVERLOADING

RUGGED ALUMINUM CONSTRUCTION
AIR EXHAUST MUFFLER FOR QUIET OPERATION
FILTERS ON BOTH THE AIR AND OIL INLET
LOCKING FOOT PEDAL RELEASE VALVE
INTERNAL PRESSURE RELIEF VALVE
RESERVOIR CAPACITY: 91.5 IN3(1650 CC)

PERFORMANCE SPECIFICATIONS
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Used Usable Model Pressure Flow Rate Pressure imensions (in)
wih oil Number Rating (in*/min) Range

Cylinder Capacity (psi) (psi) A B = D E Weight

(in®) No Load | Load (Ibs)

Single Acting 91.5 VAP-10-100 10,000 66 " 110175 1035 | 5.00 | 728 | 516 | 535 181
Hydraulic Pressure (psi) (0] 1000 2000 3000 4000 5000 6000 7000 8000 9000 | 10000

Qil Flow (in®/min) 80.8 64.6 54.2 445 375 320 271 222 184 151 131

Oil Flow (cc/min) 1324 1058 888 730 614 524 444 363 302 247 214
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